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1. INTRODUCTIONS  

1.1. BACKGROUND 

The Nuclear Fuel Cycle Simulation System (NFCSS) is a scenario-based computer simulation 

tool that can model various nuclear fuel cycle options in various types of nuclear reactors. The 

NFCSS is mainly developed for UOX fuel, MOX fuel and ThOX fuel and 7 reactor types 

(BWR, PHWR, RBMK, AGR, GCR and WWER) for fuel cycle simulation. Recently, the 

NFCSS has been extended for fast reactor fuel cycle modelling and added new modules for 

decay heat and radiotoxicity calculations. DGR calculation module and cost calculation 

function are under development. Detailed information and theories involved in the NFCSS are 

described IAEA-TECDOC-1864[1] and IAEA-TECDOC-1535[2].                                                                                                                                                     

The NFCSS allows users to efficiently and accurately identify the nuclear mineral resources 

and technical infrastructure needed for the front end of the nuclear fuel cycle; the amounts of 

used fuel, actinide nuclides and high-level waste generated for a given reactor fleet size; and 

the impact of introducing recycling of used fuel on mineral resource savings and waste 

minimization.  

For these assessments, the NFCSS is well optimized in terms of accuracy, simplicity and speed, 

and requires only a few input data and parameters for execution. This is possible because a 

complex reactor physics analysis is not necessary to run the NFCSS. This convenience allows 

even non-specialists, who do not have engineering/science background, to use the NFCSS for 

studies on future nuclear energy scenarios. 

Recent statistics indicates that the NFCSS has been widely used by researchers in national labs 

and academia, by industry analysts, energy planners and policy analysts working on nuclear 

fuel cycle options.  According to many feedbacks from users indicate that there is a need to 

develop an updated guidebook for beginnerôs use who are not familiar with the NFCSS.  

The NFCSS website was developed in the past has undergone a major technological revamp in 

the current release 3.0. 

The major changes are following. 

- Implementation of scenario data input through an excel file; 

- Implementation of fuel data through an excel file; 

- Implementation of ñProvidedô data for BOC, EOC and After cooling through an excel 

file; 

- Addition of fuel libraries for MA containing fuel; 

- Addition of fuel libraries for MSR reactor (offline reprocessing); 

- Implementation of Decay heat and Radio-toxicity calculations directly for PWR and 

BWR reactor scenarios; 

- Implementation of Decay heat for Sodium Fast Reactor template excel sheet; 

- Implementation of DGR size estimation excel template.  

1.2. OBJECTIVES 

This document is to provide userôs guide for beginners who are not familiar with the NFCSS.  

This document is an addendum to IAEA-TECDOC-1864 published in 2019 [1]. This document 

is a working document, and till  it is officially published.  
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This document is located at the NFCSS webpage so that users can download it freely.  

1.3. SCOPE 

This Addendum is intended to demonstrate all steps required for the preparation of a complete 

set of input deck to run the NFCSS. 

The following limitations should be taken account of: 

¶ The NFCSS is recommended to use in Internet Explorer, and online access to the 

IAEAôs web-site is required;  

¶ Operation period of nuclear power reactors in the simulation is to 200 years maximum, 

as it is the limitation of the NFCSS; 

¶ Userôs guides for decay heat and radiotoxicity calculations related to the NFCSS is 

included in this guide book.   

 

Userôs guide and templates for calculating DGR sizing calculations are located in the Help page 

of the NFCSS web page (https://infcis.iaea.org/NFCSS/NFCSSHelp.cshtml) together with this 

Userôs Guide Book for Beginnerôs Use of NFCSS.  

 

1.4. STRUCTURE 

Section 2 provides an overall explanation on all steps and process required to execute the 

NFCSS via a walkthrough of a simulation case for UO2 fuel cycle in a power reactor. 

Section 3 provides an example of using the NFCSS for a simulation of a thorium-based fuel 

cycle in a power reactor.   

Section 4 provides an example of using the NFCSS for a complex scenario with various reactor 

types. 

Appendix I is intended to explain using MS Excel spreadsheet to import data for analysis. A 

working file of the MS Excel spreadsheet is attached to this Userôs Guidebook for Beginnerôs 

Use of NFCSS. Appendix II gives the mathematical model of NFCSS calculations. Appendix 

III give the source terms and alpha activity of the spent fuel at different burn up values. 

Appendix IV gives the details of benchmarking done for new modules for MA containing fuel, 

Fast reactors and Molten salt reactors. 

https://infcis.iaea.org/NFCSS/NFCSSHelp.cshtml
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2. GETTIGN STARTED : SIMULATION CASE  WITH  UO2 FUEL CYCLE IN A 

POWER REACTOR 

2.1. GENERAL 

This section walks through the whole process of using NFCSS for UO2 fuel cycle in a single 

reactor type. The logical arrangement of the information would enable the user to understand 

the sequence and flow of the system. Screen shots are shown under each heading to depict 

examples. The whole process of using the NFCSS can be explained with five steps as shown in 

Fig.1. 

 

FIG.1 Overall steps to use the NFCSS. 

2.2. STEP 1: SIGNING IN TO THE SYSTEM 

The NFCSS is located on an IAEAôs portal site named NUCLEUS. Before access to NFCSS, a 

registration to NUCLEUS is pre-requisite (Fig.2).  



 

4 

 

FIG.2 Register to NUCLEUS.  

 

Then, on the computer go to NFCSS home page, or https://infcis.iaea.org/ and click [Sign In] 

button in the top right corner of the page (Fig.3). 

file:///C:/Users/AgarwalK/AppData/Local/Microsoft/Windows/INetCache/Content.Outlook/34JF1EDC/NFCSS%20home%20page
https://infcis.iaea.org/
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FIG.3 Step 1: Signing-in process.  
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2.3. STEP 2: CREATING A NEW SCENARIO  

A new scenario is created (Fig.4):  

(a) Click [Scenarios] tab to start (Fig.4, 1st);  

(b) Click [Create New Scenario] button to create a new scenario (Fig.4, 2nd). After 

confirmation, the NFCSS will create a new scenario and displays the Scenario Page 

for the newly created scenario. The default code for the new scenario will be óNew 

Codeô (Fig.4, 3rd). 

(c) If the new scinario is prepared by modifying an existing scenario (for example, the 

new scenario is generated by a modification of existing PWR tutorial scenario, click 

copy button (Fig.4, 4th). After a confirmation dialog, the NFCSS copys the selected 

tutorial scenario with all the data (Fig.5). Note that the isotopic composition and 

material flow results are not copied. Calculations must be done for the newly 

created scenario after changing the data if necessary. 
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FIG.4 Step 2: Scenario creation process 

2.4  STEP 3: SETTING SCENARIO DESCRIPTION 

This step is to select reactor types which are included in the NFCSS library or to define new 

reactor types by fuel type and fuel parameters for the reactor. The NFCSS currently focusses 

on 7 commercial reactor types: PWR, BWR, PHWR, RBMK, GCR, AGR and WWER. FBR 

(or FR) can be also modelled in the NFCSS in a limited way. The mathematical models of the 

simulation calculations are given in APPENDIX-II.  

After creating a new scenario in Step 2,  

(a) First enter your details for feedback for user statistics for the Agency. Then, enter 

the general scenario description data. The explanation of each input parameter and 

the possible options are (corresponding numbers are shown in Fig.5, 1st): 
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(1) Scenario Code: The identification code of the scenario. The text can be entered 

freely in this field up to 50 characters. 

(2) Scenario Explanation: The explanatory information about the scenario. This 

field is a free text field of any length. 

(3) Scenario Reference: The source(s) of information which is used to define the 

scenario, if any. For example, the user can use IAEA Nuclear Power Estimates 

(*) to analyse the worldwide situation in the future. User can also IAEAôs PRIS 

database ( www.pris.iaea.org/pris). This is a free text field with any length. (*: 

2022 edition is shown in:   

https://www.iaea.org/publications/15211/nuclear-power-reactors-in-the-

world) 

(4) Start Year: Beginning of the scenario period. The data should be entered in 

integer format. 

(5) End Year: End of scenario period. The data must be entered in integer format. 

Note that the start and end year difference defined in the scenario must be not 

greater than 200 years. 

(6) Loss in Conversion Facility (%), Loss in Enrichment Facility (%), Loss in 

Fabrication Facility (%), Loss in Reprocessing Facility (%): Loss coefficients 

at steps in the nuclear fuel cycle. The loss is given in percent. The material loss 

is calculated at the beginning of the step and remains unchanged for the rest of 

the calculation. If the scenario data does not match, a warning message will be 

prompted(Fig.6). 

(7) Volume of HLW Generated in Reprocessing: The volume of the high-level 

waste generated during the reprocessing of spent fuel per tonne Heavy Metal of 

reprocessed spent fuel. These are assumed values from experience of 

reprocessing and can be changed by the user. 

(8) Volume of LLW Generated in Reprocessing: The volume of the low-level waste 

generated during the reprocessing of spent fuel per tonne Heavy Metal of 

reprocessed spent fuel. These are assumed values from experience of 

reprocessing and can be changed by the user. 

(b) Second, click [Save Description] button at the upper right location of Scenario Page 

(Fig.5, 2nd). 

(c) Third, go back to [Scenario List] tab and check whether it is saved properly (Fig.5, 

3rd).  

 

 

 

 

https://www.iaea.org/publications/15211/nuclear-power-reactors-in-the-world
https://www.iaea.org/publications/15211/nuclear-power-reactors-in-the-world
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FIG.5 Sub-Step 1-3: Scenario description.  
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FIG.6 Warning for mismatch in scenario period. 

The user can export whole scenario data to Microsoft Excel to locally store the scenario data 

and results or work on it in Microsoft Excel. To export scenario description including all the 

data to Microsoft Excel, [Export to Excel] button is used (Fig.7).  

 

FIG.7 Export scenario data to Excel spreadsheet.  

New Scenario will be shown in the bottom of the list (Fig.8). 
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FIG.8 Confirmation of new scenario.  

2.4. STEP 4: SETTING SCENARIO PARAMETERS 

This step is to select reactor types which are included in the NFCSS library or to define new 

reactor types by fuel type and fuel parameters for the reactor. The NFCSS currently focusses 

on 7 commercial reactor types: PWR, BWR, PHWR, RBMK, GCR, AGR and WWER. FBR 

(or FR) and MSR (off-line reprocessing) can be also modelled in the NFCSS in a limited way, 

details of which are given in TECDOC-1864 and óAmendment to TECDOC-1864ô (in 

progress).  
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2.4.1. General procedure for Step 4 

Scenario parameters are provided as follows (Fig.9): 

(a) Click [Scenario Parameters] tab to specify reactor, fuel types and data for the 

scenario parameters for each of the reactor and fuel type; 

(b) Click [Add Reactor Type] button to add new reactor type to the scenario;   

(c) Select [Fuel Type 1] and [Fuel Type 2]. Initial Core Fissile Content is mandatory. 

One remark here is that selection of the fuel type is possible only from the built-in 

library of the NFCSS at this point, and if the user wants to use new fuel (not in the 

fuel list), see Section 2.4.2; 

(d) Click the drop-down box of each item in isotopic composition. Generally, the 

ñcalculatedò option is selected; The user also can use excel template to customize 

isotope compositions in all 3 stages(s (Initial content, depletion and Decay)) by 

choosing óProvidedô option, as shown in Fig.10. Any combination of óProvidedô 

option can be used  for all 3 stages. This feature allows user to have  data different 

for all years and calculated from other codes. The predence of scenario calculation 

will be given to the óprovidedô data over ócalculatedô option which takes data from 

fuel initial composition common for all years 

(e) Click [Save] button (rightmost button of the above screen). 
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FIG.9 Step 4: Scenario parameters.  
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FIG.10 Optional: Steps to use óProvide Functionô for using excel template to customize isotope 

compositions. 

 

2.4.2. Creating a new fuel type 

In addition to the selection of the fuel type from the built-in library of the NFCSS, the user can 

add their own fuel types to the fuel list. Fuel types added by the user will only be available to 

the creator of the specific fuel type. Procedures are as follows: 

(a) Click [Fuel List] tab to see the built-in library of fuel type (FIG.11A, 1st); 

(b) If the user wishes to copy one of the existing fuel types from the list to create a new 

fuel type, copy and later modify the data for the newly created fuel type for the new 

scenario. Click [Copy] button in the command column of the fuel list table to copy 

(FIG.11A, 2nd); 

(c) New copied fuel or newly crease fuel will appear at the bottom of the list (FIG.11A, 

3rd);  

(d) In the above (b), if the user wants to create a brand new fuel type, click [Create New 

Fuel] button to create a new fuel type and to add it to the library (FIG.11B). The 

newly created fuel type will be displayed at the end of the list. The user then goes 

to the fuel data page to define the details of the new fuel type by clicking on the 

name of the new fuel type; 

(e) By clicking on the name of the fuel type, open the fuel data page for the selected 

fuel type (FIG.12A). Users can also enter fuel properties and cross-sections directly 

or import cross-sections using an Excel template (FIG.13). 
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FIG.11A Creating of a new fuel (by copying an existing fuel case).  
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FIG.11B Creating a brand-new fuel case. 

 

 

FIG.12A. Editing fuel data page.  

NB: There are three fuel types in NFCSS library, U Fuel, U-Pu (MOX) F uel, and Free 

Content fuel. For U- Fuel and Free Content, the sum of fuel initial content percentage 
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(mass) should be exactly 100.  For U-Pu Fuel, the sum of Pu nuclide vectors percentage 

(mass) should be exactly 100 and only U235 % is to be given. 

(1) In the case of ñU Fuel,ò users must input the U enrichment (%U235), then %U238 is 

internally calculated as [100- Enrichment]. 

(2) In the case of ñU-Pu (MOX) fuelò, users must input [% Total Pu enrichment], the isotopic 

composition of Pu (Pu-vector), and [%U235] in [U235+U238]. Each nuclide fraction is 

internally calculated based on these inputs (FIG.12B). 

Of course, users can use ñFree contentò input for MOX fuel, which is shown in (3). 

 

FIG.12B.  Input for ñU-Pu (MOX) fuelò 

 

(3) In the case of ñFree content fuelò, the sum of fuel initial content percentage (mass) must be 

exactly 100, because NFCSS does not check it. 

Thorium fuel is handled under óFree Contentô fuel, Conversion Type should be selected as óThô 

from the drop list. 

Uranium fuel is usually set to Fuel Type 1. U-Pu fuel is usually set to fuel type 2. Free content 

is used for Thorium based fuels, MA containing fuels, and any fuels specified by users. 

ñType of conversionò is necessary to manufacture the fuel. UF6 is used for enriched fuel. UO2 

is typically used for PHWR fuels, and U Metal is used for GCR fuels. 
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 FIG.13 Import of cross sections data using Excel template.  
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2.4.3. Setting scenario data 

First, click  button to edit the scenario parameters data for each the reactor types and 

associated fuel types (FIG.14). 

 

FIG.14 Editing scenario parameter values.  

Please enter the data manually in the first and second row and use the copy row function for 

filling other rows. The Net Total Capacity column need not be filled in as the system will 

automatically calculate and fill the column after saving the data. FIG.15A shows all the steps 

for entering scenario parameters. Users can also use the EXCEL template form to fill in the 

input scenario data, after uploading the file, the system will automatically fill in the form on the 

page, and the specific steps are shown in FIG.15B. FIG.16 shows the warning message for any 

mismatch of scenario data. 
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NB: Nat U capacity, Conversion capacity, enrichment capacity, fabrication capacity and 

fabrication capacity 2F are not functional temporarily. As for reprocessing capacity, it is 

recommended to input a large enough value. If this value is smaller than discharged fuel 

amount, spent fuels are reprocessed within that capacity. 
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NB: Fill in these values if applicable, otherwise 0 is default value. 

 

 

FIG.15A Scenario parameters steps 
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FIG.15B Scenario parameters steps by using Excel template. 
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FIG.16 Warning for any mismatch of scenario data. 

NB: After completing the scenario data setting, click [Selected Scenario] on the navigation 

bar to jump back to "NFCSS Scenario Page" for the next step of result calculation. 

2.5.  STEP 5: CALCULATION AND RESULTS  

Calculations are divided into two parts: isotope composition calculations, material flow 

calculations.  In order to perform correct isotopic composition calculations, initial composition 

of fresh fuel and other fuel parameters have to be provided.  

As shown in FIG.17,  

(a) If all data is correctly entered for a fuel type, first click [Make All IC Calculations] 

button (FIG.17, 1st).  

(b) After completing isotopic composition calculations or providing the isotopic 

compositions, flag color will change from RED to GREEN (FIG.17, 2nd).  

Then, click [Make All MF Calculations] button to make material flow calculations for each of 

the reactor types (FIG.17, 2nd). 
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FIG.17 Step 5: calculation procedure.  

If the calculation is finished without errors, screen can be found as shown in FIG.18. 

The user can see calculation results of material flow in diagram by clicking the preview button. 

The user can get the chart for results of each of the fuel cycle steps by clicking on the box of 

steps. 

The calculation order is important as mentioned. That is, the three-step calculation order should 

be: 

(a) Conduct isotopic composition calculations for each fuel type in each reactor type;  

(b) Conduct material flow calculations for each reactor type; 

(c) Conduct overall material flow calculations. 
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FIG.18 Screen after a calculation is completed without errors. 

2.5.1. Isotopic composition calculation 

To perform isotopic composition calculations for all reactor types,  

¶ Click [Make All IC Calculations ] button; or 

¶ Click  button to perform isotopic composition calculation of each reactor type.  

 

The calculation may take several seconds depending on the length or scenario period. The 

button is available for each of the fuel types for each of the reactor types.  

The button  is used to see the result of isotopic composition calculation for each fuel type. If 

the isotopic composition is to be provided by the user,  button is again used. When the user 

clicks on  button, isotopic composition page is displayed (FIG.19). This page has three tab-

pages for each of the cycle positions: óBeginning of Cycleô, óEnd of Cycleô and óAfter Coolingô.  

The lower part of the isotopic composition page displays the data for each year and each isotope 

(and some isotope groups). Please note that all isotopic calculation results for BOC, EOC and 

After Cooling are given in weight percentage of the total fuel in the reactor core whereas the 

mass flow calculations and diagrams show absolute values in tons of radionuclides. 
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FIG.19 Output of isotope composition calculations.  

 

2.5.2. Material flow calculations for each reactor type 

After completing isotopic composition calculations or providing the isotopic compositions,  

¶ click [Make All MF Calculations] button; or 

¶ The user can make material flow calculations for each reactor type.  FIG.17 shows the 

command bar  for the material flow calculations, where the 1st button 

is used to perform material flow calculations for the selected reactor type, the 2nd 

button is used to see the material flow result in table form and the last button is used 

to see the material flow result in diagram form. If the isotopic compositions are not 

ready for any reactor type, the command bar will display a warning message. 

 

When the user clicks on  button, NFCSS starts material flow calculations. The calculation is 

completed usually in less than a minute depending on the length of scenario period. During the 

calculations the NFCSS displays a wait message on the screen. After completing the 

calculations, the NFCSS returns to the Calculations and Results tab page. 

Following the calculation, the user can see the results. The results can be displayed in two 

different formats: tabular and diagrammatic. When the user clicks  button, material flow 

result page is displayed for the selected reactor type (FIG.20). This page consists of four tab-

pages: óGeneralô, óFront Endô, óBack Endô and óNuclide Groupô tab pages provide the different 

results from the material flow calculation. The table displays the pre-selected result columns 
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from the NFCSS full result table. The selection of columns by the user will be implemented in 

future. 

 

FIG.20 Output of material flow calculations.  

The user can see the graph for each of the result column by clicking on  button in each 

column heading of FIG.20. The chart form is shown in FIG.21.  

 

FIG.21 Graphical display of an output of material flow calculations.   






















































































